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Low Energy Cable

(UL) Underground Low Energy Circuit Cable
(UL) Low Energy Circuit Conductor - 150V; Direct Burial

. . . SINGLE CONDUCTOR PUT-UP: 1000 FT (1000);
Low Energy Circuit Wire (UL) LOW ENERGY CIRCUIT WIRE 500 FT (500); 250 FT (250)
150V - Direct Burial 150V - DIRECT BURIAL e.9. JMC-216012-1000
PART DESCRIPTION DIAMETER | AMPACITY | LBS/1000 FT
NUMBER (inches) (net weight)

Features JM-216012 |16 AWG SBC - .045 PVC - WHITE 0.141 13 AMPS 15.9

AWG: 16-18AWG JM-216022 |16 AWG SBC - .045 PVC - BLACK 0.141 13 AMPS 15.9

. : JM-216032 |16 AWG SBC - .045 PVC - YELLOW 0.141 13 AMPS 15.9

Type:  Solid Bare Copper JM-216042__|16 AWG SBC - .045 PVC - BLUE 0.141 13 AMPS 15.9

Insulation: ~ Colored PVC JM-216062__|16 AWG SBC -.045 PVC - RED 0.141 13 AMPS 15.9

Ratings: 150V 60°C JM-216072 |16 AWG SBC - .045 PVC - GREEN 0.141 13 AMPS 15.9

Direct Burial JM-218012 |18 AWG SBC - .045 PVC - WHITE 0.131 10 AMPS 122

JM-218022 |18 AWG SBC - .045 PVC - BLACK 0.131 10 AMPS 122

JM-218032 |18 AWG SBC - .045 PVC - YELLOW 0.131 10 AMPS 122

JM-218042 |18 AWG SBC - .045 PVC - BLUE 0.131 10 AMPS 122

JM-218062 |18 AWG SBC - .045 PVC - RED 0.131 10 AMPS 122

JM-218072 |18 AWG SBC - .045 PVC - GREEN 0.131 10 AMPS 122

JM-218082 |18 AWG SBC - .045 PVC - ORANGE 0.131 10 AMPS 122

JM-218102 |18 AWG SBC - .045 PVC - PINK 0.131 10 AMPS 122

JM-218112__[18 AWG SBC - .045 PVC - GREY 0.131 10 AMPS 12.2

2 WIRES PARALLEL

Low Energy Circuit Cable

(UL) UNDERGROUND LOW ENERGY CIRCUIT CABLE PUT-UP: 1000 FT (1000);

150V - UV Res 150V - SUNLIGHT RESISTANT FOR OUTDOOR LIGHTING 500 FT (500); 250 FT (250)

Black PVC Insulation e.g. JMC-202082-1000

PART DESCRIPTION DIAMETER | LBS/1000 FT
Features NUMBER (inches) (net weight)

AWG: 8-18AWG JM-202082 _|2C 8 AWG 7x24/30 BC - .060 PVC .296 x .592 159
Type: Bare Copper JM-202102 _|2C 10 AWG 105/30 BC - .045 PVC 224 x 448 96
Insulation:  Black PVC JM-202122 _ |2C 12 AWG 65/30 BC - .045 PVC 192 x .384 64
T A JM-202142 _ |2C 14 AWG 41/30 BC - .045 PVC 175 x .350 49
Ratings: 150V 60°C JM-202162__|2C 16 AWG 26/30 BC - .045 PVC 158 x_.316 37
Direct Burial JM-202182  [2C 18 AWG 16/30 BC - .050 PVC .145 x .290 28

Sunlight Resistant
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